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Product: Nu-Charge-A-Thane™ 
Electrostatic Coating Component B, High 
Gloss (155) Semi-Gloss (154). 

Type: Two Component Acrylic Urethane 

Description: A superior, high performance 
acrylic urethane that combines superb 
corrosion and chemical resistance with 
exceptional gloss retention and exterior 
weather ability unequaled by conventional 
high-grade enamels. Designed specifically 
for exterior use with electrostatic, airless, 
and conventional spray equipment. Brush for 
touch-up only. 

Uses: This isocyanate cured acrylic 
urethane is a superior exterior coating for 
metal buildings, extrusions, wrought iron 
railings, fencing, outdoor furniture, 
recreational equipment and machinery of all 
types, where added protection is desired. 
When used with recommended primer, 
NuCharge-A-Thane™ topcoats provide 
outstanding resistance to gasoline, 
occasional splash and spillage of organic 
solvents including xylene, alcohols, oil, 
mineral spirits, and salt water. Temperature 
resistant to 250° F continuous, and 300° F 
intermittent. 

Mixing: NuCharge-A·Thane™ is a two­
component system consisting of the base 
(component B) and catalyst (component A). 
Both components' temperature must be 
above 55° F before intermixing. Mixing ratio 
is 4 parts component B to 1 part component 
A by volume. Thoroughly mix by mechanical 
agitation prior to use. Do not mix more paint 
than can be sprayed in a normal working 
day. This product requires NO induction 
time, and has a pot life of approximately 8 
hours. DO NOT USE CATALYZED 
MATERIAL THAT HAS EXCEEDED ITS 
POT LIFE. 
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Surface Preparation: Surface to be painted
 
must be clean and free of moisture, oil,
 
grease, loose paint, rust, polish and waxes.
 
Acrylic urethanes are especially sensitive to
 
moisture.
 

Coverage: Varies by color, one catalyzed
 
gallon will cover approximately 600 sq. ft. at
 
1 mil. Dry film thickness.
 

Sheen: High Gloss-90° minimum on a 60°
 
gloss meter.
 
Semi Gloss-50°-55° on a 60° gloss meter.
 

Flash Point: In excess of 80°F. 

Pot Life: 8 Hours. 

Reduction: Not recommended. If desired 
use Xylene or NuCharge It Reducer 
(560X1005). 

Clean Up: Xylene or NuCharge It Reducer 
(560X1005). DO NOT LEAVE SOLVENTS 
OR PAINT IN PAINT LINE, FLUSH 
COMPLETELY. 

Primer: Recommended two-component 
epoxy primer. 

Dry Times: To Touch - 30 minutes 
Dry to Handle - 2 - 3 hours 
Recoat - When Dry to touch. 

*NOTE: Pot life will decrease if temperature 
exceeds 75°F. 

Warning: THIS ISOCYANATE CURED 
ACRYLIC URETHANE SHOULD BE 
APPLIED OUTDOORS. IF APPLIED 
INDOORS, A PROPERLY VENTED SPRAY 
BOOTH AND FRESH AIR RESPIRATOR 
SHOULD BE USED. 
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The technical data furnished are true and accurate 10 the best of our knowledge at the date of issuance. It is subject to change without prior notice. II is suggested that the user verify with Sumter Coatings, Inc. 
prior 10 specifying or ordering. Test results are believed to be reliable, however, no guarantee of accuracy is given or implied. We guarantee all products 10 conform 10 Sumler Coatings, Jne. qualily control stan­
dards. Liability, if any. is limited 10 replacement of product. No other warranty or guarantee of any kind, expressed or implied, is made by Sumter Coatings, Inc. including filness for a particular purpose. 


