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Product: Nu-Charge It® Electrostatic 
Epoxy Base Component B, ttS-line. 

Type: Two component Polyamide Epoxy Resin. 

Description: A superior, high performance 
epoxy coating specifically designed for interior 
use on all metals and steel where extra protection 
and durability is needed. 

Uses: Offices furniture, bathroom partitions, 
medical equipment, kitchen appliances, and 
machinery. Nu-Charge It® epoxy when cured is 
highly resistant to many acids, alkaline solutions, 
detergents, oils, and solvents. Nu-Charge It® 
epoxy has a tenacious adhesion characteristic 
which creates adhesion to almost any substrate. 

Mixing & Application: Thoroughly mix 
components A and B at a 1: I ratio by volume and 
allow a 20 minute induction time prior to 
spraying. This product may be applied by brush, 
roller, conventional spray, airless, and HVLP. Do 
not use in heated airless equipment, as it will 
gel lines of the heater. 

Surface Preparation: Surface to be painted 
must be clean and free of oils, grease, loose paint, 
rust, polish, waxes and moisture. Feathering 
around scratches is recommended. Light sanding 
with 220 or 280 grit sandpaper is recommended. 
For severe metal contamination abrasive blast to 
SSPC-SP-6 commercial blast before painting. 

Coverage: One gallon of catalyzed material will 
cover approximately 660 sq. ft. @ 1 (one) mil dry 
film thickness. 

Sheen when catalyzed with: 
115X2222A= High gloss 
114X4444A= Semi gloss 
113X6666A= Satin gloss 

TECHNICAL 
INFORMATION 
SHEET 

NU-CHARGE IT® 
ELECTROSTATIC COATINGS 

Flash Point: Above 105°F. minimum. 

Colors: Full range 

Heat Resistant: 250°F. 

Pot Life: @ 70° F Pot Life is 18 hrs. 

Reduction: Not recommended, if needed use Nu­
Charge It® 105+ Reducer (560X 1005) 

Recommended Primer: Call your Sumter 
Coatings representative for recommendations. 

Physical Properties: 
Weight per gallon- 11.44 Ibs.
 
Solids by Weight- 71.02 %
 
Solids by Volume- 45.55 %
 

Dry Times: Tack Free- 30 minutes 
Handle- I hour 
Recoat- Ihour 
Full cure- 7 days 
Heat cure- 250°F for 30 min. 

Times can be accelerated using Nu-Charge It 
Epoxy Accelerator (480X4530). 

Heat Resistant: 250°F. 

Shelf Life: 2 years (non activated). 

Packaging: I full gallon (128 fluid ounces). 
1 Kit (color and catalyst) combined makes 2 
full gallons. 

Clean Up: Use Nu-Charge It® 105+ reducer for 
equipment and utensils. 
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Sumter Coatings, Inc. / 2410 Hwy 15 South, Sumter, SC 29154 

The technical data furnished are true and accurate to the best of our knowledge at the date of issuance. It is subject to change without prior notice. It is suggested that the user verify with Sumter Coatings, Inc. 
prior to specifying or ordering. Test results are believed to be reliable, however, no guarantee of accuracy is given or implied. We guarantee all products to conform to Sumter Coatings, Inc. quality control stan~ 

dards. Liability, if any, is limited to replacement of product. No other warranty or guarantee of any kind, expressed OJ: implied, is made by Sumler Coatings, Inc. including fitness for a particular purpose 


