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E3 Primer 

E3 Primer is an Epoxy Ester Primer, which is 
a rust inhibitive, single - pack epoxy. The epoxy 
ester resin, along with other key ingredients, 
makes this a product with excellent adhesion 
properties. E3 is lead and chrome free. And 
offers excellent weather and corrosion resistance. 

Ordering: Available in single gallons and five 
gallon pails 

Technical Data 

Type: Epoxy Ester 

Components: One 

Colors:	 1368 Gray - Green 
1370 Off White 

Gloss: Flat 

V.O.C: 4.5 - 4.9 Ibs. per gallon 

Solids by Volume: 35% ± 2% 

Flash Point: 580 F. 

Shelf Life: 1 year 

Temperature Resistance: 
2000 F. Maximum 

Surface Preparation: Surface must be clean 
and dry. Remove all contaminants including oil, 
grease, loose paint, dirt or any other 
contaminants. This product performs well over 
surfaces cleaned according to SSPC-SP-3 Power 
Tool Cleaning. In severely corrosive 
environments, SSPC-SP-6 is recommended. 

Application: Electrostatic Spray, brush, roll, or 
conventional spray. Excessive film or surface 
contamination may cause adhesion problems and 
solvent entrapme.l1t. 

TECHNICAL 
INFORMATION 
SHEET 

NU-CHARGE IT® 
Electrostatic Coatings 

E3 Primer can be used for: 

Hand Rails
 
Cylinders
 
Ornamental Iron
 
Structural Steel
 
Aq-Chem Equipment
 
Process Equipment
 
Plus Many Other Uses
 

Mixing:	 Stir thoroughly prior use. 

Recommended Film Thickness: 2.0 - 2.5 mils 
dry film. 

Spreading Rate: 560 sq. ft per gal. @ I mil. 
224 - 280sq. ft. per gal. @ recommended dft. 

Pot Life: NIA 

Dry Time: 
To Touch: 30 minutes 
Tack Free: 45 minutes 
Re-coat: 2 hours 

Note: When top coating with the Nu Charge It! 
Epoxy, re-coat before 4 hrs. or wait 24 hrs. 

Thinning: For spray application, thin as 
necessary with XL Thinner or Xylol, up to 15%. 
Thilming not normally required for electrostatic 
spray, brush or roll application. 

Clean-up: XL Thinner or Xylol 
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The technical data furnished are true and accurate to the best of our knowledge at the date of issuance. It is subject to change without prior notice. It is suggested that the user verify with Sumler Coatings, Inc. 
prior to specifying or ordering. Test results are believed to be reliable, however, no guarantee of accuracy is given or implied. We guarantee all products 10 conform 10 Sumler Coatings, Inc. quality control stan­
dards. Liability, if any, is limited to replacement of product. No other warranty or guarantee of any kind, expressed or implied, is made by Sumter Coatings, Inc. including fitness for a particular purpose. 


